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XIAMEN WAIN ELECTRICAL CO LTD E308094

Chengbei Industry Zone

Dongshan Datong Town

Tong's An District

Xiamen, Fujian 361100 CHINA

Component Connector, Model(s) H2M-002-M EMC-001-MC, H2M-002-F EMC-001-FC, H2M-002-M EMC-004-MC, H2M-
002-F EMC-004-FC and ATP-6DD16.

Component Connector, Model(s) H2MK-001-FC, H2MVC-002-FC, H2MVC-002-MC, H2MVE-002-FC, H2MVE-002-MC,
HA-003-FS, HA-003-MS, HA-004-FS, HA-004-MS, HC250-FC, HC250-MC, HE-006-FS Q, HE-006-MS Q, HE-010-FS Q,
HE-010-MS Q, HE-016-FS Q, HE-016-MS Q, HE-024-FS Q, HE-024-MS Q

Component Connector, Model(s) HK-006/6-M, HK-006/6-F, HK-008/0-M, HK-008/0-F, H2MK-002.1-M, H2MK-002.1-F,
H2MK-002.2-M, H2MK-002.2-F, HK-006.1/12-M, HK-006.1/12-F, HK-006.2/12-M, HK-006.2/12-F, HMK-002.1-M, HMK-
002.1-F, HMK-002.2-M, HMK-002.2-F, HMK-003.1-M, HMK-003.1-F, HMK-003.2-M and HMK-003.2-F, may be followed
by B, C, D or G.

Component Connector, Model(s) HMDS-009-MC, HMDS-009-FC, HMDS-025-MC and HMDS-025-FC may be followed
by B, C, D or G

Component Connector, Model(s) HMK-001-FC, HMK-001-MC, HMK-003/4-FC, HMK-003/4-MC, HMK70-002-FC, HMK70-
002-MC, HMK70-002.1-F, HMK70-002.1-M, HMK70-002.2-F, HMK70-002.2-M, HQ-002.1-F, HQ-002.1-M, HQ-002.2-F,
HQ-002.2-M, HQ-008/0-FC, HQV-002.1-F, HQV-002.1-M, HQV-002.2-F, HQV-002.2-M, MOD BUS 3 10 69 AG, MOD BUS
3 6 69 AG, MOD STS 3 10 69 AG, MOD STS 3 6 69 AG, Model(s) H2MK-001-MC, Model(s) HQ-008/0-MC

Connectors, Model(s) H2MK-002-FC may be followed by B, C, D or G.

Connectors, Model(s) H2MK-002-MC may be followed by B, C, D or G.

Connectors, Model(s) HA-003-F, HA-003-M, HA-004-F, HA-004-M, HA-010-F, HA-010-M, HA-016-F, HA-016-M, HD-007-
FC, HD-007-FC c, HD-007-MC, HD-007-MC c, HD-008-FC, HD-008-FC c, HD-008-MC, HD-008-MC c, HD-015-FC, HD-
015-FC c, HD-015-MC, HD-015-MC c, HD-025-FC, HD-025-FC c, HD-025-MC, HD-025-MC c, HD-040-FC, HD-040-FC c,
HD-040-MC, HD-040-MC c, HD-064-FC, HD-064-FC c, HD-064-MC, HD-064-MC c

Connectors, Model(s) HDD-024-FC may be followed by B, C, D or G

Connectors, Model(s) HDD-024-MC may be followed by B, C, D or G

Connectors, Model(s) HDD-042-FC may be followed by B, C, D or G

Connectors, Model(s) HDD-042-MC may be followed by B, C, D or G

Connectors, Model(s) HDD-072-FC may be followed by B, C, D or G

Connectors, Model(s) HDD-072-MC may be followed by B, C, D or G

Connectors, Model(s) HDD-108-FC may be followed by B, C, D or G

Connectors, Model(s) HDD-108-MC may be followed by B, C, D or G

Connectors, Model(s) HE-006-F, HE-006-F c

Connectors, Model(s) HE-006-FC may be followed by B, C, D or G.

Connectors, Model(s) HE-006-FS may be followed by B, C, D or G.

Connectors, Model(s) HE-006-FSS may be followed by B, C, D or G

Connectors, Model(s) HE-006-M, HE-006-M c
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Connectors, Model(s) HE-006-MC may be followed by B, C, D or G.

Connectors, Model(s) HE-006-MS may be followed by B, C, D or G.

Connectors, Model(s) HE-006-MSS may be followed by B, C, D or G

Connectors, Model(s) HE-010-F, HE-010-F c

Connectors, Model(s) HE-010-FC may be followed by B, C, D or G.

Connectors, Model(s) HE-010-FS may be followed by B, C, D or G.

Connectors, Model(s) HE-010-FSS may be followed by B, C, D or G

Connectors, Model(s) HE-010-M, HE-010-M c

Connectors, Model(s) HE-010-MC may be followed by B, C, D or G.

Connectors, Model(s) HE-010-MS may be followed by B, C, D or G.

Connectors, Model(s) HE-010-MSS may be followed by B, C, D or G

Connectors, Model(s) HE-016-F, HE-016-F c

Connectors, Model(s) HE-016-FC may be followed by B, C, D or G.

Connectors, Model(s) HE-016-FS may be followed by B, C, D or G.

Connectors, Model(s) HE-016-FSS may be followed by B, C, D or G

Connectors, Model(s) HE-016-M, HE-016-M c

Connectors, Model(s) HE-016-MC may be followed by B, C, D or G.

Connectors, Model(s) HE-016-MS may be followed by B, C, D or G.

Connectors, Model(s) HE-016-MSS may be followed by B, C, D or G

Connectors, Model(s) HE-024-F, HE-024-F c

Connectors, Model(s) HE-024-FC may be followed by B, C, D or G.

Connectors, Model(s) HE-024-FS may be followed by B, C, D or G.

Connectors, Model(s) HE-024-FSS may be followed by B, C, D or G

Connectors, Model(s) HE-024-M, HE-024-M c

Connectors, Model(s) HE-024-MC may be followed by B, C, D or G.

Connectors, Model(s) HE-024-MS may be followed by B, C, D or G.

Connectors, Model(s) HE-024-MSS may be followed by B, C, D or G

Connectors, Model(s) HEE-010-FC may be followed by B, C, D or G.

Connectors, Model(s) HEE-010-MC may be followed by B, C, D or G.

Connectors, Model(s) HEE-018-FC may be followed by B, C, D or G.

Connectors, Model(s) HEE-018-MC may be followed by B, C, D or G.

Connectors, Model(s) HEE-032-FC may be followed by B, C, D or G.

Connectors, Model(s) HEE-032-MC may be followed by B, C, D or G.

Connectors, Model(s) HEE-040-FC may be followed by B, C, D or G. (Report Date: 2008-10-29), HEE-040-MC may be
followed by B, C, D or G.

Connectors, Model(s) HEE-046-FC may be followed by B, C, D or G.

Connectors, Model(s) HEE-046-MC may be followed by B, C, D or G.

Connectors, Model(s) HEE-064-FC may be followed by B, C, D or G

Connectors, Model(s) HEE-064-MC may be followed by B, C, D or G

Connectors, Model(s) HK-004/0-F may be followed by B, C, D or G.

Connectors, Model(s) HK-004/0-M may be followed by B, C, D or G.

Connectors, Model(s) HK-004/2-F may be followed by B, C, D or G.
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Connectors, Model(s) HK-004/2-M may be followed by B, C, D or G.

Connectors, Model(s) HK-006/36-FC may be followed by B, C, D or G

Connectors, Model(s) HK-006/36-MC may be followed by B, C, D or G

Connectors, Model(s) HK-012/2-FC may be followed by B, C, D or G

Connectors, Model(s) HK-012/2-MC may be followed by B, C, D or G

Connectors, Model(s) HMD-012-FC may be followed by B, C, D or G

Connectors, Model(s) HMD-012-MC may be followed by B, C, D or G

Connectors, Model(s) HMDD-017-FC may be followed by B, C, D or G

Connectors, Model(s) HMDD-017-MC may be followed by B, C, D or G

Connectors, Model(s) HMK-002-MC and HMK-002-FC

Connectors, Model(s) HMK-003-FC may be followed by B, C, D or G

Connectors, Model(s) HMK-003-MC may be followed by B, C, D or G

Connectors, Model(s) HMK-004-FC may be followed by B, C, D or G

Connectors, Model(s) HMK-004-MC may be followed by B, C, D or G

Connectors, Model(s) HQ-004/2-FC may be followed by B, C, D or G

Connectors, Model(s) HQ-004/2-MC may be followed by B, C, D or G

Connectors, Model(s) HQ-005/0-MC, HQ-005/0-FC, HA-010-MC, HA-010-FC, HA-016-MC and HA-016-FC.

Connectors, Model(s) HQ-007/0-FC may be followed by B, C, D or G

Connectors, Model(s) HQ-007/0-MC may be followed by B, C, D or G

Connectors, Model(s) HQ-012/0-FC may be followed by B, C, D or G

Connectors, Model(s) HQ-012/0-MC may be followed by B, C, D or G

Connectors, Model(s) HQ-017-MC and HQ-017-FC, HSB-006-F, HSB-006-M

Connectors, Model(s) HVE-003-MS, HVE-003-FS, HVE-006-MS, HVE-006-FS, HVE-010-MS, HVE-010-FS, HVE-003-MC,
HVE-003-FC, HVE-006-MC, HVE-006-FC, HVE-010-MC, HVE-010-FC, may be followed by B, C, D or G

Connectors, Model(s) Model(s) HME-005-MS, HME-005-FS, HVE-003-M, HVE-003-F, HVE-006-M, HVE-006-F, HVE-010-
M, HVE-010-F, HVE-016-M, HVE-016-F, may be followed by B, C, D or G

Connectors, Model(s) Model(s) HME-006-MC, HME-006-FC, HVME-006-MC, HVME-006-FC, HMEE-008-MC, HMEE-008-
FC, H2MEE-020-MC, H2MEE-020-FC, HK-008/24-MC, HK-008/24-FC, HK-004/8-M, HK-004/8-F, may be followed by B,
C, D or G

Marking: Company name or trademark  and model designation on the device or carton.
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