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HRSR: Technical specification:
s Insters:
Wn. & 24 = No. of contact: 24
s — WA 4A — Rated current: 4A —
_ rn.wwu 30V — Rated voltage: 32V
B :s.ﬁm. 0.8V — Rated impulse voltage: 0.8kV
o — Pollution degree: 3
- R 3 10 — Insulation resistance: > 10'%)
- B&EE: >10% — Material: LCP+30GF. Zinc alloy
— W LCP+30GF, 444 — Temperature range: —40C - +85T
- #EEM: -40C - +85C — Flommability acc.to UL 94: VO
— KBUL Q4B ESR: VO - Mating cycles: »500 &
- WHXA: >500
BRER: Assembly requirement: o
SRTRAHASH, WARE As the cable outlet space is ___._._;3,.
The module can only match with the high
EAARRENLE, AERTRAE construction top %ﬁw@ hood, >"a it is %&8_‘
RrHARE. to mount in the middle of module frame. [ |
o
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*WHWW - Drawing No,|
- SRS | HMSB-024-MC
[ ®E | XK I 2 GE . -
ok Dupner] X8 /Description | gongure | py,  [Moteria FRER | 1990240200001 k<
#4 /Nome | B¥I/Date #4 /Name | BM/Date [ i | Bk | B | KE Lot No.
B T 700 1312007 FEE T — | Seale | REV. | Weight) Q. | #R4% LiNiSE—024-MC R
ﬁw\: Stand . Part Name
HZ LAN [13.11.2017 Vi) - | -
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